ASPHALT

120X120 — 47,24"X47,24"
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R12 Antislip 3 Rectificado Antihielo Relieve No Repetitivo Muy Dest.(v4) Mate Polivalente
R12 Anti-slip 3 Rectified Frost proof Relief No Repetitive ~ Shade Variation: High Matt Versatile

Porcelanico
Porcelain

i
ASPHALT GRIT ESPESORADO RECT. ANTI-SLIP
P1212BES

CARACTERISTICAS TECNICAS / TECHNICAL CHARACTERISTICS

Chemical Resistance

. q Mechanical
. > - Stain Resistance R
Acids and Alkalis Acids and Alkalis esistance
Strength Water Gl (Low concentration) (High concentration)
Resistance Absorption

Abrasion
Stage
Colour

Ammonia Hydrochloric | Citric Acid | Potassium | Hydrochloric | Lactic Potassium | Tracing | Chemical Filmic Frost Bending

Chloride Acid Hydroxide Acid Hyd Action Oxidize Action Resistance | Resistance
Action

PENDULUM

120X120 Grit 9 4 0 3 R12 <0,5% GA GA GLA | GLA | GLA | GHA GHA 5 5 5  |RESISTE| >35N/mm2

EMBALAJE / PACKING LIST

Sgm / Box
(aprox.)

Sgm / Pallet

Pcs / Box (aprox.)

Kg / Box Boxes / Pallet Kg / Pallet

120X120 1 1.44 65 18 25.92 1170




n Se aconseja uso del Sistema Nivelado

v We recommend using Levelling System to fix the tiles
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