SEQUOYA

60X120 — 15,75"X47,24" | 40X120 — 15,75"X47,24" | 26X160 — 10,24"X63" [ 20X120 — 7,87"X47,24"

CARACTERISTICAS TECNICAS / TECHNICAL CHARACTERISTICS
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Maple 2100 | 1 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5  |RESISTE | >asnimm2
Almond 750 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5 |RESISTE | >asnmm2
26X160 Oak 750 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA 5 5 5 |RESISTE | >asnmm2
Cedar 750 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5 |RESISTE | >asnmm2
Walnut 600 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5  |RESISTE | >asnmm2
Maple 2100 | 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5  |RESISTE | >asnmm2
Almond 750 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA | 5 5 5  |RESISTE | >asnmm2
20X120 Oak 750 1 R9 <0,5% GA | GA | GLA | GLA | GLA | GHA GHA 5 5 5 |RESISTE | >asnmm2
Cedar 750 1 R9 <0,5% GA GA GLA | GLA | GLA | GHA GHA 5 5 5 RESISTE | >35N/mm2
Walnut 600 1 R9 <0,5% GA GA GLA | GLA | GLA | GHA GHA 5 5 5 RESISTE | >35N/mm2

EMBALAJE / PACKING LIST

-
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Sgm / Box Sgm / Pallet

?ame‘) q(ame-) o =
60X120 1.44 28 30 432 840 23,62"X47,24"
40X120 3 1.44 28 20 28.8 560 15,75"X47,24"
26X160 3 1.25 25 48 60 1200 10,24"X63"
20X120 5 1.2 24 45 57.6 1152 7,87"X47,24"
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